|

EAeP secTion COUNTY | LA | SHEET
335 119R~2 LAKE 439 85
STA, 432+83.12 TO STA. 470+56.84
STAGE 1: TEMPORARY SOIL RETENTION (ILLINOIS ROUTE 60) FED. O DT, 0. [ILLIVOIS| FED. ATD PROJECT
PROPOSED EXISTING RETENTION SOIL 60BO1
STATION ELEVATION ELEVATION HEIGHT RETENTION
(FOOT) (FOOT) (FOOT) (sQ FD
442400 N/A N/A 0.00 0.0
442425 709.18 708.65 1.78 22.2
442+50 709.69 708.98 1.96 46.8
442475 710.20 709.31 2.14 51.3
443400 710.71 709.61 2.35 56.1
443425 TiL.22 709.82 2.65 62.5
443450 711.70 710,04 2.91 69.5
, 443475 71243 710,24 304 75.6
—+ — 444400 71251 710.42 3.34 81.0
— 444+07 712.80 710.47 3.38 23.5
_____ S BRIDGE OMISSION
- r T
/QI _______ Ll =— 447402 712,73 710.77 327 33
HEIGHT OF TEMPORARY —/ YT H-Fo==—m—————m = ———— 447425 712.48 710.61 312 73.5
SOIL RETENTION SYSTEM 447450 712.10 710.44 2.91 75.4
(TYP) 447+T5 T11.67 710.28 2.64 69.4
448+00 71121 710.11 2.35 62.4
448425 710.75 709.85 2.15 56.3
448450 710,29 709.57 1.97 51.5
STAGE 1: SOIL RETENTION SYSTEM (ILLINOIS ROUTE 60) 448+75 709,83 708.30 1.78 46.9
(LOOKING EAST) 449400 N/A N/A 0.00 22.3
TOTAL 949.3
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STAGE 3: SOIL RETENTION SYSTEM

(SB_I1-94 ENTRANCE RAMP AND NB 1-94 EXIT RAMP)
(LOOKING IN DIRECTION OF TRAFFIC)

TYLININTERNATIONAL

FULL DEPTH OF THE EXISTING PAVEMENT IS REQUIRED TO BE RETAINED.
THE ADDITIONAL DEPTH OF 157 IN INCLUDED IN THE RETENTION HEIGHT.

STAGE 3: TEMPORARY SOIL RETENTION (SB I-94 ENTRANCE RAMP)

PROPOSED EXISTING RETENTION SOIL

STATION ELEVATION ELEVATION HEIGHT RETENTION
(FOOT) (FOOT) (FOOT) (SQ FT)

119+00 N/A N/A 0.00 0.0
119425 704,41 705.06 2.82 35.2
119450 704.03 704,99 3.13 74.3
119+75 703.64 704.65 3.18 78.8
120+00 703.26 704.38 3.29 80.8
120425 702.88 704,08 3.37 83.2
120+50 702.49 703.69 3.37 84.2
120+75 702,11 703.26 3.32 83.5
121400 701.73 702.83 3.27 82.3
121425 701.34 702.40 3.23 81.2
121+50 700.96 701.95 3.16 79.8
121+75 700.58 701.46 3.05 71.5
122400 700.19 700.96 2.94 74.8
122+25 699.81 700.46 2.82 71.2
122+50 599.43 699,97 2.7 63.0
122+75 N/A N/A 0.00 33.8
TOTAL 1090.3

FULL DEPTH OF THE PROPOSED PAVEMENT IS REQUIRED TO BE RETAINED.
THE ADDITIONAL DEFTH OF 26" IN INCLUDED IN THE RETENTION HEIGHT.

STAGE 3: TEMPORARY SOIL RETENTION (NB I-94 EXIT RAMP)

PROPOSED EXISTING RETENTION SOIL
STATION ELEVATION ELEVATION HEIGHT RETENTION
(FOOT) (FOOT) (FOOT) (SQ FT)
196+00 N/A N/A 0.00 0.0
196+25 700.08 700.55 2.64 33.0
196+50 700,55 701.10 2.72 66.9
196+75 701.02 701.65 2.80 68.9
197+00 701.49 702.20 2.88 70.9
197+25 701.96 702.73 2.94 72.7
197+50 702.43 703.25 2.99 74.0
197+75 702.30 703.78 3.05 5.4
198+00 703.37 704.33 3.13 7.2
198+25 703.84 704.76 3.09 7.7
198+50 704.31 705.15 3.01 76.2
198+75 704.78 705.50 2.89 73.7
193+00 705.25 705.82 2.74 70.3
199425 N/A N/A 0.00 34.2
TOTAL 87L.0

FULL DEPTH OF THE PROPOSED PAVEMENT IS REQUIRED TO BE RETAINED.
THE ADDITIONAL DEPTH OF 26’ IN INCLUDED IN THE RETENTION HEIGHT.
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